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Profile & Dimensions

0.59"

14.99mm

1
25.4mm

S

Available TivoTape Options - Indoor

DEFINE i ELITE

SB i sB
HO i HO

LB i VHO

with baffle
ELITE+ i coB FUSE24 FUSE12
Plus i LB RGB Pixel12 RGB
Pro HO RGB+W
Vision : RGB+W+W
Flow DW
Pixle24 RGB
Pixle24 RGBW

Available TivoTape Options - Outdoor

DEFINE ELITE

SB i sB

HO i HO

Ordering Information

RIDG-CHAN-SLV-8
Anodized Aluminum Extrusion
length 8’

XX =10(10°), 30 (30°)
Grazer lens length 8’

Tivoli, LLC. reserves the right to modify this specification without prior notice.

© XX = 01 (no hole), 02 (hole)
i Stainless Steel End Cap

ELITE+ FUSE24
Plus RGB
Pro RGB+W
Flow RGB+W+W
AT
RIDG-LNS-XX-8 RIDG-EC-SLV-XX RIDG-CLP-SLV

Metal mounting clip
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Ordering Information

.
Vo
RIDG-BFL-BLK-1 UNIV-ADJ-MTBK

Ridgeline 1ft Baffle Snap On
Black, Kit consists (1)Left (1)

Universal Adjustable Mounting H

Bracket
Right EC w/ hole, (1)L (1)R EC

w/o hole

Photometrics




