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AVAILABLE TIVOTAPE™ OPTIONS
Based on 3000K / Delivered Lumens
| SB D XS D HO D HD D VHO D | Tunable White D RGB D RGBW D
3 W/ft 3.3 W/ft 4.4 W/ft 7 W/ft 7.2 W/ft 3 W/ft 4.1 W/ft 5.3 W/ft
171Im/ft 195Im/ft  249Im/ft 354Im/ft 551Im/ft 166lm/ft 90Im/ft 173Im/ft
(Total Delivered Lumen)
2200K - 3000K ‘ .
2200K 2400K 2700K 3000K 3000K  3500K . .
Q Q Q 2700K - 4000K
3500K 4000K 5000K
2200K - 6500K
ORDERING INFORMATION
™
)
HRIZ-CHAN-SLV-6.5 HRIZ-LNS-OP-6.5 HRIZ-EC-02 HRIZ-EC-01
Silver Anodized Aluminum Lens, Opal, 6.5' Lengths White Left/Right White Left/Right
Extrusion, 6.5’ Lengths Powerfeed End Cap Solid End Cap

Tivoli, LLC. reserves the right to modify this specification without prior notice.
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PHOTOMETRY | Horizon 1'“'

HORIZON WITH 3000K XS
Delivered Lumens per foot: 195
Watts per foot: 3.3

CRI: 97

Peak Candela: 48

Lens Pixelation

SB XS HO VHO
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