MINI

Design Guide

Ceiling Cavity Wall Direct
Symmetric

SO0 ol



Jivoli
SPEC | Mini I I

PROFILE DIMENSIONS

S

AVAILABLE TIVOTAPE™ OPTIONS

Based on 2700K / Delivered Lumens
| SB D XS D HO D HD D VHO D | Tunable White D RGB D RGBW D

3 W/ft 3.3 W/ft 4.4 W/ft 7 W/ft 7.2 W/ft 3 W/ft 4.1 W/ft 5.3 W/ft
98Im/ft 112Im/ft 144Im/ft 204Im/ft 317Im/ft 95Im/ft 52Im/ft 100Im/ft

(Total Delivered Lumen)

2200 3000K L X
2200k  2400K  2700K  3000K 3000K  3500K 00K -3000 . .
: 2700K - 4000K
3500K  4000K  5000K
2200K - 6500K
ORDERING INFORMATION

»

,iu i a.
MINI-CHAN-SLV-6.5 MINI-LNS-XX-6.5 MINI-EC-02 MINI-EC-01
Silver Anodized Aluminum XX = OP (Opal), DF (Diffuser) White Left/Right White Left/Right
Extrusion, 6.5’ Lengths Lens, Opal, 6.5' Lengths Powerfeed End Cap Solid End Cap

e
== %0
MINI-MTBK MINI-ADJ-MTBK
Mounting Clip Adjustable Mounting Clip

Tivoli, LLC. reserves the right to modify this specification without prior notice.

Copyright © Tivoli 12/18/23 Page 2 of 3 www.tivolilighting.com tel: 714-957-6101 fax: 714-427-3458



fivoli
PHOTOMETRY | Mini I I

MINI WITH 2700K XS
Delivered Lumens per foot: 112
Watts per foot: 3.3

CRI: 98

Peak Candela: 39.6

Lens Pixelation

SB XS HO VHO
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