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SPEC    M-CHAN

ORDERING INFORMATION

MCHAN

5/16”
(7.93mm)

11/16”
(17.46mm)

1/2”
(12.70mm)

45 DEGREE MCHAN

45 DEGREE MCHAN - NO LENS OPTION

1/2”
(12.70mm)

3/4”
(19.05mm)

1/2”
(12.70mm)

MCHAN-8-LP
Low profile mounting channel, clear polycarbonate, length 8’.

NOTE: No lens option

TPL-I-45-MCH-8
45˚ Mounting channel, white PVC, length 8’.

TPL-I-45-MCH-8-S
45˚ Mounting channel, NO LENS OPTION white PVC, length 8’.

TPL-I-45-MCH-8 INF-C-LNS-8
Lens, clear, length 8’.

INF-F-LNS-8
Lens, frosted, length 8’.

7/8”
(22.22mm)

7/16”
(11.11mm)
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AVAILABLE TIVOTAPE™ OPTIONS

SB
3 W/ft
241lm/ft

XS
3.3 W/ft
275lm/ft

HD
7 W/ft
500lm/ft

HO
4.4 W/ft
352lm/ft

RGB
4.1 W/ft

RGBW
5.3 W/ft
274lm/ft 
(white channel)

Tunable White
3 W/ft
129lm/ft

ELITE

2400K2200K 2700K 3000K

3500K 4000K 5000K 2700K 4000K

2200K 3000K

2200K 6500KTIVOTAPE™ TO STANDARD EXTRUSION COMPATIBILITY CHART
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EXTRUSION DIMENSION INSIDE WIDTH INSIDE HEIGHT INDOOR OUTDOOR

MCHAN-8-LP .560 .094 ALL ALL EXCEPT ELITE

TPL-I-45-MCH-8 .390 .178 LB, SB, XS ONLY NONE

TPL-I-45-MCH-8-S .484 N/A ALL SB, XS ONLY

INF-C-CHAN-8
INF-F-CHAN-8

(INFINITY)
.625 .133 ALL NONE

TIVOTAPE™ DIMENSIONS:

INDOOR:
LB, SB, XS = .316”
HO, HD, VHO, VAR, RGB(W) = .396”
ELITE = .475”

OUTDOOR:
SB, XS = .437”
SLEEVE HEIGHT = .180”
HO, HD, VHO, VAR, RGB(W) = .500”
SLEEVE HEIGHT = .180”
ELITE = .593”
SLEEVE HEIGHT = .170”
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