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Power Lead Configurations - TW

TRCE-H-TW-LEAD-B-F TRCE-H-TW-LEAD-F-B

Left Facing Bottom Lead with 5 Power Cable to Left Facing Front Lead with 5" Power Cable to
Right Facing Front Lead with 5" Power Cable Right Facing Bottom Lead with 5’ Power Cable

TRCE-H-TW-LEAD-S-F TRCE-H-TW-LEAD-F-S

Left Facing Side Lead with 5" Power Cable to : Left Facing Front Lead with 5" Power Cable to
Right Facing Front Lead with 5" Power Cable H Right Facing Side Lead with 5" Power Cable

TRCE-H-TW-LEAD-B-S TRCE-H-TW-LEAD-S-B

Left Facing Bottom Lead with 5" Power Cable to Left Facing Side Lead with 5" Power Cable to

Right Facing Side Lead with 5" Power Cable Right Facing Bottom Lead with 5’ Power Cable
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Power Lead Configurations - TW

TRCE-H-TW-LEAD-E-B TRCE-H-TW-LEAD-B-E
Left End Cap Lead to Right Facing Bottom Lead with 5 Left Facing Bottom Lead with 5° Power Cable to
Power Cable Right End Cap

TRCE-H-TW-LEAD-E-F TRCE-H-TW-LEAD-F-E
Left End Cap Lead to Right Facing Front Lead with 5’ Left Facing Front Lead with 5° Power Cable to Right End
Power Cable Cap

TRCE-H-TW-LEAD-E-S TRCE-H-TW-LEAD-S-E
Left Facing End Cap Lead to Right Facing Side Lead Left Facing Side Lead with 5° Power Cable to Right
with 5" Power Cable Facing End Cap

Tivoli, LLC. reserves the right to modify this specification without prior notice.

Copyright © Tivoli 06/16/21 Page 7 of 10 www.tivolilighting.com  tel: 714-957-6101 fax: 714-427-3458



| | H
1ldl 24V | TRACE Horizontal - Tunable White

Mounting Options

TRCE-H-SLV-SCHAN-6.5
Straight Channel

Horizontal Profile Only i
6.56' Length, Aluminum

TRCE-H-SLV-NCHAN-6.5
Notched Channel
Horizontal Profile Only
Radius Bend: 11"

6.56' Length, Aluminum

TRCE-H-SLS-MTCLIPS

Mounting Clips

Horizontal Profile Only

2 Stainless Steel Clips with 2 Screws

FLXD-SIL-GE-10

GE Silicone Tube

Use to adhere TRACE into entire run length of channel
25" estimated bead length per 100z tube

Accessories

DMX-SPLT-8
DMX Splitter
8 ports of DMX 512, RI45 and 3-pin Hardwire Connection

DMX SPLITTER

Lme i wmw{wat) wes

Note: If the number of DMX sub-controllers exceed 32 units, a DMX Splitter is required.
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Tivoli

Controls & Software

CONTROLS

Touchscreen

TVOQ-10-XX-7

XX = BK (black), WH (white)
1024 DMX channel, 500 scene,
10 zone, glass touch screen

SOFTWARE

-
yg !

Touchscreen

TVOQ-2-XX

XX = BK (black), WH (white)
512 DMX channel, 99 scene,
1 zone, glass touch screen

TVOQ-1-WHT
512 DMX channel, 16 scene,
4 zone, glass touch screen

%

Cue™ and CuePro™ softwares are specifically designed for the TivoCUE™ in-wall DMX
controls and includes an array of tools required by the latest DMX lighting fixtures.
Intuitive, with easy-to-use effects that can be dropped into timelines, and multi-zone

synchronization capabilities allow you to program a project effortlessly.
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24V | TRACE Horizontal - Tunable White
Power Supplies - Indoor
ADUL - VARIABLE / DMX SINGLE ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | 1o ey
ADUL-120-1-4-24-VW 1 96W 4A
ADUL Series
Indoor / 100-277V AC
Class 2 ADUL-240-2-4-24-VW Damp 5060 He 24V DC 2 2X96W 2%4A
Transformer ADUL-320-3-4-24-VW 3 3x96W 3x4A
ADUL - VARIABLE / DMX MULTI ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | 1o ey
ADUL Series ADUL-240-2-4-24-VW-2 Indoor / 100277V AC 2 2X96W 2x4A
Class 2 Damp 5060 Hz 24V bC
Transformer ADUL-320-3-4-24-VW-3 3 3x96W 3x4A
Power Supplies - Outdoor
ADNM - VARIABLE / DMX SINGLE ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | 1o ey
ADNM-90-1-4-24-VW 1 90W 3.75A
ADNM Series ADNM-120-1-4-24-VW Indoor / 100277V AC 1 96W 4A
Class 2 ADNM-240-2-4-24-VW Outdoor 5060 Hz Ve 2 W96W 2x4A
Transformer
ADNM-320-3-4-24-VW 3 3X96W 3x4A
ADNM - VARIABLE / DMX MULTI ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | 1o ey
ADNM Series ADNM-240-2-4-24-VW-2 Indoor / 100277V AC 2 2X96W 2x4A
Class 2 ADNM-320-3-4-24-VW-3 Outdoor 5060 Hz 24vbe 3 3X96W 3x4A
Transformer
DMX Sub-Controller
DESCRIPTION CAT NO MODES WATTAGE PRIMARY VOLTAGE DIMENSION
DMX Sub-controller TPL-RGBW-180-24 Sub-controller only 5X96W 24V DC 287" W X 6.46" L X 1.45" H
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