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ORDERING INFORMATION

PROFILE DIMENSIONS

SPECIFICATION

PRODUCT CODE LIGHT SOURCE LOCATION CCT FINISH LENS POWER LEAD LENGTH OPTION

VASR - - I - RGBW - BK - OP - - - MC

VASR = Vast Recessed
 Pre-Built

SB = Standard Brightness 
UB = Ultra Brightness

I = Indoor RGBW = Red, Green, 
Blue, White (3000K)

BK = Black OP = Opal RD = Right 
Bottom Lead 
to Dead
LD = Left 
Bottom
Lead to Dead

12 = 12”
24 =24”
48 = 48”
CS = Custom

MC = Mounting Clip

Output (RGBW-3000K)
LED Intensity STANDARD BRIGHTNESS ULTRA BRIGHTNESS
Lumens - all on (lm/ft) 180 375
Electrical
Dimming DMX
Input Voltage 24V DC
Power Consumption (W/ft) 4.4 8.8
Maximum Run 21’ 10’
Physical
Dimensions 4.25” (FLANGE) X 3.52” H x 3.22” W
Material Aluminum

Wire Exit Options Bottom Left, Bottom Right

Storage Temperature -25°C / -13°F - 60°C / 140°F
Ambient Temperature Tamin = -25°C / -13°F, Tamax

Certification and Testing
Certification ETL listed
Environment Dry Location
Warranty 5 Years

Project: Type:
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AVAILABLE CONFIGURATIONS

Square Pattern L Pattern

Custom Pattern Custom Angles
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VAST WITH CLEAR LENS

IES INDOOR REPORT
PHOTOMETRIC FILENAME : L021906001.IES

POLAR GRAPH
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Maximum Candela = 164.97   Located At Horizontal Angle = 25, Vertical Angle = 20
# 1 - Vertical Plane Through Horizontal Angles (25 - 205) (Through Max. Cd.)
# 2 - Vertical Plane Through Horizontal Angles (90 - 270)
# 3 - Horizontal Cone Through Vertical Angle (20) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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VAST WITH OPAL LENS

IES INDOOR REPORT
PHOTOMETRIC FILENAME : L021906003.IES

POLAR GRAPH
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Maximum Candela = 41.28   Located At Horizontal Angle = 65, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (65 - 245) (Through Max. Cd.)
# 2 - Vertical Plane Through Horizontal Angles (0 - 180)
# 3 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 5

PHOTOMETRICS BASED ON RGBW (all on) TIVOTAPE
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24V POWER SUPPLIES
DISTRIBUTOR NET PRICES
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INDOOR ONLY

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 1 

Transformer
ADUL-320-1-12-24-D

Indoor / 
Damp

100-277V AC
5o⁄60 HZ

24V DC 1 288W 12A $309.00/ea

ADUL - NON DIMMING

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 2 

Transformer

ADUL-120-1-4-24-DOT
Indoor / 
Damp

100-277V AC
5o⁄60 HZ

24V DC
1 96W 4A $265.00/ea

ADUL-240-2-4-24-DOT 2 2x96W 2x4A $370.00/ea
ADUL-320-3-4-24-DOT 3 3x96W 3x4A $500.00/ea

ADUL - 0-10V DIMMING

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 2 

Transformer

ADUL-120-1-4-24-DIN
Indoor / 
Damp

100-277V AC 
5o⁄60 Hz

24V DC

1 96W 4A $300.00/ea

ADUL-240-2-4-24-DIN 2 2x96W 2x4A $370.00/ea

ADUL-320-3-4-24-DIN 3 3x96W 3x4A $450.00/ea

ADUL - DMX SINGLE ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 2 

Transformer

ADUL-120-1-4-24-VW
Indoor / 
Damp

100-277V AC 
5o⁄60 Hz

24V DC

1 96W 4A $300.00/ea

ADUL-240-2-4-24-VW 2 2x96W 2x4A $370.00/ea

ADUL-320-3-4-24-VW 3 3x96W 3x4A $450.00/ea

ADUL - VARIABLE / DMX SINGLE ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 2 

Transformer

ADUL-240-2-4-24-VW-2 Indoor / 
Damp

100-277V AC 
5o⁄60 Hz

24V DC
2 2x96W 2x4A $460.00/ea

ADUL-320-3-4-24-VW-3 3 3x96W 3x4A $720.00/ea

ADUL - VARIABLE / DMX MULTI ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 2 

Transformer

ADUL-240-2-4-24-DIN-2 Indoor / 
Damp

100-277V AC 
5o⁄60 Hz

24V DC
2 2x96W 2x4A $460.00/ea

ADUL-320-3-4-24-DIN-3 3 3x96W 3x4A $720.00/ea

ADUL - DMX MULTI ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADUL Series
Class 2 

Transformer

ADUL-120-1-4-24-D
Indoor / 
Damp

100-277V AC
5o⁄60 HZ

24V DC
1 96W 4A $200.00/ea

ADUL-240-2-4-24-D 2 2x96W 2x4A $250.00/ea
ADUL-320-3-4-24-D 3 3x96W 3x4A $371.00/ea
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INDOOR & OUTDOOR 

DESCRIPTION CATEGORY NUMBER TRANSFORMER RATED VA PRICE

SC Series
Step Down 
Transformer

SC-250-277120A-SD 0.25 KVA 277V AC Primary / 120V AC Secondary 0.25 KVA $239.00/ea

SC-500-277120A-SD 0.5 KVA 277 V AC Primary / 120V AC Secondary 0.5 KVA $296.00/ea

SC-1000-277120A-SD 1 KVA 277 V AC Primary / 120 V AC Secondary 1 KVA $533.00/ea

SC - STEP DOWN TRANSFORMERS

DESCRIPTION CAT NO APPLICATION
PRIMARY 
VOLTAGE

SECONDARY
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ER Series
Class 2 Driver

ER-80-1-3.3-24-D

Indoor/
Outdoor

120-277V AC 24V DC 1 80W 3.3A

$150.00/ea

ER Series
Class 2

0-10V Dimming 
ERG-80-24-DIM1-10 $175.00/ea

ER - JA8 w/ELITE 3000K

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD MIN LOAD CIRCUIT 

CAPACITY PRICE

Infinity Series 
Class 2 

Transformer

INF-J-30-1-1.3-24

Indoor / 
Outdoor

100 - 277V AC 24VDC

1 30W 3W 1.3A $75.00/ea

INF-J-60-1-2.5-24 1 60W 6W 2.5A $115.00/ea

INF-J-96-1-4-24 1 96W 9W 4A $165.00/ea

INF-J-192-2-4-24 2 2x96W 2x9W 2x4A $320.00/ea

INF-J-288-3-4-24 3 3x96W 3X9W 3x4A $400.00/ea

INFINITY - MLV / ELV / 0-10V / PWM / TRIAC

ADNM - DMX/DALI FLICKER-FREE FOR TV STUDIO

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-120-1-4-24-DTV
Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC

1 1x96W 1x4A $420.00/ea

ADNM-240-2-4-24-DTV 2 2x96W 2x4A $470.00/ea

ADNM-320-3-4-24-DTV 3 3x96W 3x4A $540.00/ea

ADNM - DMX/DALI FLICKER-FREE FOR TV STUDIO RGB/RGBW

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-120-1-4-24-DTVC
Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC

1 1x96W 1x4A $430.00/ea

ADNM-240-2-4-24-DTVC 2 2x96W 2x4A $480.00/ea

ADNM-320-3-4-24-DTVC 3 3x96W 3x4A $550.00/ea

DESCRIPTION CAT NO MODES WATTAGE PRIMARY VOLTAGE DIMENSION

DMX Sub-controller TPL-RGBW-180-24 Sub-controller only 5X96W 24V DC 2.87” W X 6.46” L X 1.45” H

DMX Sub-Controller

Power Supplies

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY DIMENSION

ADUL Series
Class 2 

Transformer

ADUL-120-1-4-24-DIN
INDOOR / 

DAMP
100-277V AC 

5o⁄60 Hz 24V DC

1 96W 4A

12” W X 12” L X 4” DADUL-240-2-4-24-DIN 2 2x96W 2x4A

ADUL-320-3-4-24-DIN 3 3x96W 3x4A

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY DIMENSION

ADUL Series
Class 2 

Transformer

ADUL-240-2-4-24-DIN-2 INDOOR / 
DAMP

100-277V AC 
5o⁄60 Hz 24V DC

2 2x96W 2x4A 12” W X 12” L X 4” D

ADUL-320-3-4-24-DIN-3 3 3x96W 3x4A 16” W X 16” L X 4” D

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY DIMENSION

ADNM Series
Class 2

ADNM-120-1-4-24-DTVC
INDOOR /
OUTDOOR

100-277V AC 
5o⁄60 Hz

24V DC

1 96W

4A

12” W X 12” L X 4” D

ADNM-240-2-4-24-DTVC 2 2x96W 12” W X 12” L X 4” D

ADNM-320-3-4-24-DTVC 3 3x96W 16” W X 16” L X 4” D


